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What the Name Black & Decker Means 
in Selecting Portable Electric ‘Tools 


own ability to judge character and value at first 
sight. A good reputation is gained only by years 
of faithful adherence to a high standard of qual- 
ity in a product, plus a constant policy of fair 


7JHETHER you buy a house, an automobile 
ora piece of shop equipment, you are de- 
pendent largely on the integrity and reputation 
of the builder for your guarantee of satisfaction. 
Many of the shrewdest buyers agree that they 
would rather buy, without inspection, goods 
built by a reputable house than to trust their 
own judgment of goods built by a house without 
an established reputation. 
Likewise, in hiring a man or buying a tool, you 
depend more upon reputation than upon your 


dealing. 


No better testimony could be offered than that 
from an humble beginning Black & Decker's 
reputation has carried to the four corners of the 
world and its tools are today being used in every 


civilized country. 


“Universal Motors” 


Powerful, smooth running motors of the Uni- 
versal type that operate on either A. C. or D.C. 
are used in almost all Black & Decker Tools. 
This feature is particularly important where 
tools are taken out on the job. 

The term “Universal” as applied to motors in 
Black & Decker Tools means a motor that will 
operate on either Direct Current (D. C.) or 
Alternating Current (A. C.) of 25, 30, 40, 50 or 


60 cycles of the proper voltage. Universal Motors 
will operate ONLY on the voltage for which they 
are designed, (this allows for a 10% over and 
under differential in voltage). lor example, a 
drill supplied for 110 volts will not perform on 
220 volts, but it will operate on cither 110 volts 
A.C. or D. C. Therefore, when ordering, be sure 
to state the voltage on which the tool is to be 


used. 
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‘With the Pistol Grip 
and Trigger Switch” 


1/4-Inch Light Duty 
Electric Drill 


TNVENDICD only for light work on intermittent service. 

this is an ideal tool for kits taken out on the job. Suitable 
for drilling holes for light manufacturing and general main- 
tenance work: for small automotive jobs: plumbing and 
fixture installations; packing and crating: tin and sheet 
metal work, ete. 

Iligh grade steel gears, scientifically heat treated for 
maximum service. Although not designed for continuous 
production work it is a suitable drill for odd job ele 


Capacity in steel... . . : : upto '4 
No load speed... 2,000 R. P. M. 
Net weight : ‘ .. S lbs. 
Bench Drill Stand No. 10000. $10.00 extra 
(For 14” L. D. Drill only) 
Bench Drill Stand No. 10040 . $14.00 extra 
(Also accommodates 1%” H. D. and $ ie” Drills) 
Furnished Complete with 3-Conductor Cable, Plug and 
Three-Jawed Geared Chuck. 
For slower speed high torque Drill, see Screw Driver 
Listing, Page 22. 





a All 
542 Voltages 


“With the Pistol Grip 





and Trigger Switch” 


1/4-Inch Heavy Duty-Ball 
Bearing Electric Drill 


he tool is recommended for continuous production 

service up to its maximum capacity in wood or steel. 
Ideal for driving carbon cleaning brushes. valve seating 
stones, wire wheel brushes and the many other accessories 
used in motor reconditioning work. 


When mounted in stand No. 00317 it is used for lighe 
grinding, buffing and wire wheel brushing. 
Armature shaft and spindle are mounted on balt bearings 


to carry the radial load and end thrust imposed by the 
above applications. 


Capacity in steel. . _.up to !4” 
No toad speed. . 2,000 R. P. Bf. 
Net weight....... Ee eee 714 Ibs. 
Bench Drill Stand (No. 10040). .$14.00 extra 

Furnished complete with 3-conductor cable. plug. and 
3-jaw keyless chuck. 


For slower speed, high torque drill, see Screw Driver 
Listing, Page 22. 


Universal Motors Operate on A. C. or D. C. Standard Voltage, 110. 


Other Voltages, 32, 220 or 250. 


No extra charge. 





Small Grinding Outfits 


ening, buffing, etc. 





See Paxe 33 for Grinding W Reel prices 


Converts }4-inch Drill into handy unit for light grinding, sharp- 





00317) Grinding Outfit fon 14” Standard and 34” Heavy-Duty Drill. 
Grinding Stand, 3” Grinding Wheel with !s" Face and Arbor . $4.50 
00315 Grinding Outfit ae a cigh t= 0 Gy >) rill ene pa 2 a75 
00525 Grinding Wheel Arbor only. .00 
00311 Grinding Stand only for 4” Standard or ae Heavy 2.50 
00176 Grinding Stand only for !4” Light-Duty Drill. ........ 1.75 
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3 /16-Inch Ball Bearing 
Electric Drill 


AREAL production tool in every sense of the 
4% word. This drill is designed to do hard jobs 
quickly and easily. Drill with switch in end cap 
and no handle (see inset above) makes it possible 
to work under difficult conditions in a limited 
space. For all types of cabinet work, trim work on 
automobile bodies, radio assembly and airplane 
assembly work. 


The small diameter of the body and rounded 
exterior surfaces make this tool easy to grasp. 
Armature shaft of motor and chuck spindle are 
mounted on ball bearings to provide a maxi- 
mum of trouble-free service. 


Mrilinggea pacity yee ean cen up to 4%" 
Now OaGES Peed ieee. icra eta cist ee areas 6 3,000 R. P. M. 
INGtawelgiitercrwyn ys caqmin ces ties one atest sue se 33% Ibs. 

834" 


Wenig theme were y tts Ae oie lescea aie j, 4 sins tes 


_When ordering, specify whether with or without handle. 
Either type furnished at $38.00. 


Furnished complete with 3-jaw geared chuck, 3-conduc- 
tor cable and attachment plug. 


Universal Motor Operates on A. C. or D. C. 


Standard Voltage, 110. 
Other Voltages, 220 or 250. No extra charge. 
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Inset at Left Shows 
3/16” Drill With 
Switch in End Cap. 
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"With the Pistol Grip 
and Trigger Switch” 





5 /16-Inch Ball Bearing 
Electric Drill 


ie weight combined with unusual power 

makes this drill an ideal tool for use in highly 
specialized production and general manufac- 
turing work. Equally suited for drilling in metal 
or wood up to its 3jg-inch capacity. 

The alloy steel gears are scientifically heat 
treated for hardness and toughness and run ina 
grease-tight compartment. Ball bearings mounted 
on the armature shaft insure a long life and 
efficient performance. 


This drill has met with much favor in large 
industrial plants for production drilling, both as 
a portable tool and as a light drill press when 
mounted in a Black & Decker Bench Drill Stand. 


Gapacityalnpstcelpeawame re hee sarees s Fett he up to 5%” 
INogloadsspeediys cawme rier neti: ec suchas = .1,400 R. P. M. 
INGtRWGlg RE eet eset trans ile is owt eee 7% \bs. 
Special speed of 1,800 R. P. M.............. $ 2.50 extra 
Bench Drill Stand (No. 10040) ........ .... 14.00 extra 


Furnished complete with 3-conductor cable, plug, and 
3-jaw keyless chuck. 


Universal Motor Operates on A.C. or D.C. 
Standard Voltage, 110. 
Other Voltages, 82, 220 or 250. No extra charge. 
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“With the Pistol Grip 
and Trigger Switch" 


3/8-Inch Ball Bearing Electric Drill 


N IDEAL tool for those industrial plants where highly specialized operations call for the drilling 

of large numbers of 3%” holes, and where the spindle speed of the larger drills would be entirely 

too slow for economic handling of such an operation. Compact in size; fitted with combination breast 

plate and spade handle. Steel alloy gears are heat treated for maximum service. Precision made 
throughout. The 3§” Drill can also be mounted in Bench or Post Stand for production drilling. 


Capacity in steel 


Post Drill Stand (No. 20100)... .$32.00 extra 
Notloadispeedi 22s. cance 1200 R. P. M. Pedestal Drill Stand 


Net: Weightaseeenn 1s ecoeeee ee 11 Ibs. CNoS25100) 50 eee 38.00 extra 
Bench Drill Stand (No. 10100).. .$28.00 extra Feed Screw (No. 90865)........- 6.00 extra 


Universal Motor Operates on A. C. or D. C. Standard Voltage, 110. 
Other Voltages, 32, 220 or 250. No extra charge. 


ee CSCO LL —V3VWK—_— 
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HOLE SAWS 
Increase the range of 
your drill up to 4” 

See Page 19 















‘Wirth the Pistol Grip 


and Trigger Switch 


1/2-Inch Special Ball Bearing Electric Drill 


MIGHTY popular tool, designed especially for maintenance work in every field. An ideal tool fo 


a 


ling. 1 
how small the shop, it will prove profitable 


(See page 15 for description of Bench, 
Post and Pedestal Drill Stands) 


Complete with 3-Conductor Cable, Plug and 
Three-Jaw Geared Chuck. Detachable Side Handle. 
Chuck Key Holder in Spade Handle. 

up to 4” 


Capacity in steel... : 2d CE 
No load speed. ...... ee . 400 Rk. P.M. 
aon ....12 ths. 


INCE Weight. 25:2 .c.s: 
Bench [rill Stand (No. 10130). 
Feed Screw (No. 10244). 2.0.0.0... 


$20.00 extra 
6.00 extra 


Universal Afotor Operates on A. C. or D. C. 
Standard Voltage, 110. 
Other Voltages, 32,220 or 250, No extra charge. 
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mill-wrights, electricians, garagemen, ete. for all types of drilling. Light in weight for easy hand 
his tool makes an excellent drill press when used with 14-inch Bench Prill Stand. No matter 


to have this tool handy. 








Right Angle Attachment 

This attachment enables operator to reach places or- 
dinarily inaccessible in working on joists, etc. Mlectrical 
and building contractors will find it particularly useful. 





Price 


CateNo: 
96222 Right-Angle Drilling Attachment equipped with 3-jaw Sacan 


geared chuck 44” capacity 
Supplied for 47 “a Speelal el ‘“" Standard Drills only. 
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Heavy Duty 
Electric Drill 


TLITERE is a new drill that is truly out of the 
JA ordinary in construction. Ball bearings 
mounted on armature shaft, intermediate gears 
and spindle shaft assure smooth performance 
and long life. This is a real heavy duty 14” drill, 
designed to give a new version of performance in 
its field. Will bite through the heaviest wood or 
toughest steel with little effort. This is the proper 
tool to use for driving spring expanded type cyl- 
inder grinders and hones. 

Easy to handle; light in weight and the ball 
bearing construction assures the best of per- 
formance. 

Complete with 3-conductor cable and plug, 
three-jaw geared chuck and detachable side 
handle. Chuck Nev Holder in spade handle. 


Capacity in steels 2a icoansine hee: oes Upstonsee 
Notloadispeeciic ares snus ers orga ..500 R. P.M. 
Netuweightomee sete ere n , .... 163% Ibs. 
Bench Drill Stand (No. 10230). .. . $32.00 extra 
Post Drill Stand (No. 20230)... occ... 36.00 extra 


Feed Screw (No. 10244)......0.0..-.2-2.--. 6.00 extra 


Universal Motor Operates on <1. 


Sy vw 


Other Voltages, 32, 22 

















“With the Pistol Grip 
and Trigger Switch” 


Ball Bearings Throughout 


Ball Bearing | 
Construction 


The illustration above shows the anti-friction 
ball bearings used on the armature shaft, inter- 
mediate gears and spindle shaft. These ball bear- 
ings guarantee smooth running and long life to 
the drill. = 








C. or D.C. Standard Voltage, 110. 
0 or 250. No extra charge. 
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"With the Pistol Grip 
and Trigger Switch” 


5 /8-Inch Standard Ball Bearing Electric Drill 


THs drill is used widely in maintenance work. It is easy to transform this drill into a remarkably 
efficient drill press of either bench or post type with the drill stands outlined on page 15. Spade 
handle is provided with holder for chuck key, so that key is always accessible to operator. This drill 


uses either carbon steel or high speed bits satisfactorily. 


Complete with 3-Conductor Cable, Plug and 3-Jaw Geared Chuck, Detachable Side Handle. 


Capacity in steel.............. $4” to 54” Post Drill Stand (No. 20150). . .$32.00 extra 
INowloadispeed= =. 5 ...2....... 500 R. P. M. Pedestal Drill Stand 
((Nome2 5150) eee eer 38.00 extra 


INGE RST Sage eee tee ear ey oar 1734 Ibs. 
Bench Drill Stand (No. 10150). .$28.00 extra 


Feed Screw (No. 10245)........ 6.00 extra 


Universal Motor Operates on A. C. or D. C. Standard Voltage, 110. 
Other Voltages 32, 220 or 250 Volts. No extra charge. 
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"With the Pistol Grip 
and Trigger Switch” 


Anti-Friction Bearings Throughout 


Heavy Duty 
Electric Drill 





“THIS drill with full anti-friction bearing con- 

struction is intended for continuous produc- 
tion work up to its rated capacity. Its unusual 
power makes it especially suitable for honing and 
cylinder grinding, providing the operator uses 
proper judgment and no attempt is made to lock 
the hone in the cylinder. Ball bearings mounted 
on armature shaft and intermediate gears assure 
quiet, frictionless performance. Roller bearings 
take care of end thrust on spindle shaft. Ample 
ventilation is supplied the motor to insure coo! 
running on the hardest tasks. 


Complete with 3-Conductor Cable, Plug and 
3-Jaw Geared Chuck, Detachable Side Handle. 





Gapacityinssteel 0. sein cereal coe al enna 5G” to $a” Anti-Friction Bearing 

Noi loadespeed’s. cy, ores 15s acen ae eae: 450 R. P.M. Construction 

Netaveiphticsa cis stint ae ae oe eee ena 22% Ibs. : 

Bench Drill Stand (No. 10230)............. $32.00 extra Ball bearings are used on armature 

Post Drill Stand (No. 20230)............... 36.00 extra shaft and intermediate gears of the 38- 

Feed Screw (No. 10245). ...............0.. 6.00 extra inch Heavy-Duty Drill. Roller bearings 

are used on spindle shaft. This anti-fric- 
Universal Motor Operates on A. C. or D.C. tion bearing feature fights friction and 
Standard Voltage, 110. assures long-time service. 





Other Voltages, 220 or 250. No extra charge. 
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“With the Pistol Grip 
and Trigger Switch” 


3 /4-Inch Standard Ball Bearing Electric Drill 


DRILL designed for continuous production work. Slow speed. Easily drills up to 34” holes in 
hardest steel. Manufacturers of heavy machinery find it particularly useful in production work. 


Ideal for all types of production drilling in metal and also for wood boring. The famous Black & 
Decker Pistol Grip and Trigger Switch gives the operator the utmost in safety and ease for starting 


and stopping the tool. 


Complete with 3-Conductor Cable, Plug and 3-Jaw Geared Chuck. Detachable Side Handle. 


Capacity in steel... 
No load speed... 


Net weight.. Re 
Special seuss of 600 or 900 R. P.M. 


BAT Tae 425 R. P.M. 


Bench Drill Stand (No. 10210)............. $28.00 extra 
Post Drilsstand’ GNG.20210) 422 ne ee: 32.00 extra 
Pedestal Drill Stand (No. 25210)........... 38.00 extra 
Feed Screw (No. 10245)..........0.....00, 6.00 extra 


Universal Motor Operates on A. C. or D. C. Standard Voltage, 110. 
Other Voltages, 220 or 250. No extra charge. 
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Anti-Friction Bearings Throughout 
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3 Hl 4-Inch 
Heavy Duty 
Electric Drill 


BUILDING contractors, heavy machinery plants, car 
and locomotive maintenance shops, automotive shops, 
etc,, will recognize the economy in selecting a tool so power- 
ful and well built as this one. Anti-friction bearing con- 
struction leaves little to be desired! in the way of perfor- 
mance and long life. 











Unconditionally guaranteed for driving all positive set 
cylinder grinders or hones of the three or six stone types. 
Any industry requiring a tool of low spindle speed for 
continuous operation will find this new 34-inch heavy duty 
drill very suitable. . | 
Complete with 3-Conductor Cable, Plug and 3-Jaw 
Geared Chuck. Detachable Side Handle. | 
Capacity in steel.............-. 11. Me" to 4" Anti-Friction Bearing 
Nosloadispeed iss cee ae ‘ 375 R. P.M. Cc A 
Netaccichts s.r eee ..2714 Ibs. ee OTIS 
Bench Drill Stand (No. 10230) $32.00 extra Ball bearings mounted on armature 
Post Drill Stand (No. 20230) . 36.00 extra shaft and intermediate gear shafts. Taper 
FeediScrewi(No: 10245). her 2. 6.00 extra roller bearings take care of side and end 
thrust on spindle shaft. This generous 
Universal Motor Operates on sl. C. or D.C. use of anti-friction bearings makes for 
Standard Voltage, 110. smooth running, faultless performance. | 
Other Voltages, 220 or 250. No extra charge. 
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7 /8-Inch 
Heavy Duty 
Electric Drill 


"THE %” Drill, equipped with No. 2 Morse Taper Socket, 
4 is designed for all around heavy work, such as mine, 
quarry, shipbuilding, outside construction work, electrical 
jobs, etc. 


Full anti-friction bearings assure this tool a long life of 
satisfactory performance. Ball bearings are used on arma- 
ture shaft and intermediate gears with taper roller bearings 
on spindle shaft. Where day-in and day-out service is de- 
manded this too! will mect all requirements. 


Standard Equipment—Spade Handle, No. 2 Morse 
Taper Socket, 3-Conductor Cable and Attachment Plug, 
Detachable Side Handle. 

Gapacivypimastee yeni iste pisrile%s\ says :sis0 cae ee 24” to 14” 


When equipped with a No. 2-1 Morse Taper reducing 
Sleeve, capacity range is extended down to 14”. 


BN oslOadeSPee Gi viremrercien sre etissisinicks ersiac a he 375 R. P.M. 
INE CK alae Als eetters ern a laceecer 5. cic Ci ta RoR EERE EE 2634 Ibs. 
Bench Drill Stand (No. 10230)..........46.. $32.00 extra 
Post Drill Stand (No. 20230)............... 36.00 extra 
Feed Screw (No. 10245)................... 6.00 extra 
No. 2-1 Morse Taper reducing sleeve 

ONO 93152) Ser ae creas oon cictoele eiesietececoseie 1.80 extra 


Universal Motor Operates on A. C. or D. C. 
Standard Voltage, 110. 
Other Voltages, 220 or 260. No extra charge. 
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Anti-Friction Bearings Throughout 
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Anti-Friction Bearing 
Construction 

The illustration above points out the 
anti-friction bearing construction of this 
drill. Ball bearings are used on armature 
shaft and intermediate gears, while roller 
bearings take care of side and end thrust 
on spindle shaft. 
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1-Inch 


Heavy Duty 
Electric Drill 


A REAL tool for heavy duty drilling up to 1” capacity; also 
suitable for light reaming. Designed for taper shank drill 

bits and for taper shank reamers. The No. 3 Morse Taper 
Socket, in the form of a removable sleeve, is secured in the 
drill spindle by means of a large knurled nut, making socket 
easily removable from spindle. As drill bit tang protrudes 


slightly beyond end of taper socket, a light tap on end frees 
it from socket. 


This drill can be used with No. 2 Morse Taper Shank Bits 
by using No. 3 to 2 Morse Taper Reducing Sleeve, or can be 
used with straight shank bits by using No. 3 Morse Taper 
Arbor fitted with 34” chuck. 


Complete with 3-Conductor Cable, Plug and Detachable 
Side Handle. 


Drilling capacity in steel... .. dg etool sé 
Capacity range can be extended down 
to 7" by using a No. 3-2 
Morse Taper Sleeve. 
Reaming capacity in ateel.. . Bue to 3 
No load speed 


Nets weighte emcees cgatvcierays 2734 Ibs. 
Bench Drill Stand 

(No. 10230) o eco tree $32.00 extra 

Post Drill Stand (No. 20230) 36.00 extra 

i Pedestal D. S. (No. 25230) 42.00 extra 

OR. P.M. Feed Screw xe 10245). 6.00 extra 

3-2 Morse fore Reducing Sleeve (No. 93153)...... $2.40 extra 


Universal Motor Operates on A. C. or D.C. 
Standard Voltage, 110. 
Other Voltages, 220 or 250. No extra charge. 


$10 ine 


“With the Pistol Grip 


and Trigger Switch" 








Feed-Screw Attachment 

This Feed-Screw Attachment with 
adaptor is used when space is insuf- 
ficient to allow operator to feed drill 
by hand. 

Be sure to state size and serial 
number of drill when ordering feed 
screws. 
Cat. Na. Price 
10244 For ';” Drills. $6.00 


10245: YFor Drills up to 1” ‘except- 
ae in 


4 
92140 For ‘Xo. 8 Drill only 





Ideal for Heavy 
Reaming and 
Wood Boring 







No. 8 Heavy Duty 
Ball Bearing Electric Drill 
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$200 





lg) is our heaviest duty tool for drilling and reaming. Used extensively for boring large holes in 
wood. Ideal for use wherever reaming is required in steel plates. 

No. 4 Morse Taper Socket is in a removable sleeve, held in drill spindle by large knurled nut. Drill 
bit tang protrudes slightly beyond end of sleeve and is easily removed by taking out sleeve and tapping 


end of tang. 


Tremendously powerful and remarkably easy to handle in difficult positions. 


Standard Equipment:—Spade Handle, No. 4 Morse Taper Socket for taper shank drill bits 
from 1}@” to 114”, 3-Conductor Cable, Separable Attachment Plug, and Detachable Side Handle 


No. 3 M.T. Socket can be furnished in place of No. 4 when specified on order. 


Capacity in drilling steel................., 11g” to 114” 
(Capacity range can be extended down to 
4" by using a No. 4-3 Morse Taper Re- 
ducing Sleeve.) 

Reamiing capacity in steel.................. 314,” to 184” 


Capacity in hardwood.............. ....., up to 4” 
Capacity in coal.......... BoA SE AMP raat te ie up to 2” 
350 R. P. M. 


INeh/ foexel Gfersdla be ate 610 eu eC ene 


NGts weighting yr re recs: ne wane ths eile 2 66 lbs. 
Special speeds of 500 or 700 R. P.M........ $5.00 extra 
Special speed of 250 R. P. M............... 15.00 extra 
Spindle sleeve for short taper shank drills.... 7.50 extra 
IReAgacihiis OMe oc asmeccabepuabooecayauu 20.00 extra 
EieedtSenewa CNOle) 2 140) perenne ete: or 12.00 extra 

3.00 extra 


No. 4-3 Sleeve Socket (No. 94122).......... 


Universal Motor Operates on A. C. or D. C. Standard Voltage, 110. 
Other Voltages, 220 or 250. No Extra charge. 
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No. 5b 
Bench Stand 









No, 3 
i « Post Stand, No. 3 
aoierimumiecd. 2 of 13” Special Bench Stand Maximum feed, 4” Pedestal Stand 
column 4° Maximum feed, 4” C. L. of Bitto C L. of 


C. L. of Bitto C. L. of 
column 6” 


Black & Decker Drill Stands 


Pedestal, Post and Bench Types 


DDING a Bench, Post or Pedestal Drill Stand is like bringing another machine into your shop, 
for a drill stand converts the utility of your drill, screw driver or tapper into that of a drill press. 


The handle has a 6 to 1 leverage. enabling the operator to exert tremendous pressure on the work. 
The bracket carrying the tool can be raised or lowered or swung in a circle. 


Maximum feed, 4” 
C. L.of Bit to C.L. 
of column 8” 


column 8” 


These stands are designed for heavy duty service and perform work that makes their addition well 
worthwhile to every plant, shop or service station. 


A Type for Every Particular Need 


Bench, post or pedestal! styles enable you to select the one best suited to your shop. All require but 
a minimum of space. 





































































































































Portable Tool | Seina. fo Jone alee eeeaeees eamee 
Unit Type Sac Price | ee Price Se Price ao: 
24” Light K.L.M. KD. LD. MD_|10000/$10.00 | 4 
34° Light Keble Mo RDALDSNID | j 
4" Std. esr | | | 
%r Hy, D. A.B C,D.E | | 
He" a BaGaD2E |20040; 14.00)... at ABE SB 
No. 1S. D. | AU } | | 
Noni2iS2D ) ATL | | | t 
No. 1 Tapper “|"all ! | 
No. 2 Tapper AM | q | | | 
3a” & 337 Spec. | C 10130] 20.00, 20130,$32.00 25130,.$38.00| 
faq 10100| 28.00/20100] 32.00)25100, 38.00) 3 
58 RURRARG 10150| 28.00/20150) 32.00 25150| 38.00 3 
\,” Light | A ! 
ie & 2° MH. DL |B 10210] 28.00|20216) 32.00|25210, 35.00)" 3_ 
197 H. D. A | ' aa 
sx” H. D. Ey | | | | H 
$g7 11. D. c 10230} 32.00,20230) 36.00 25230 42.00) 6 
oe be DD. A i | | } | | 
1” HH. D. All | | | | 
No. 6 Stand A 
Ge crbniee bof In ordering, be sure to mention catalog number as shown in table 
Column 8” | above so that proper adaptor can be supplied. 
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Diagram at right 
shows wide operat- 
ing range of this 
arm, which makes 
it suitable for al- 





most any work. 


Black & Decker 
Sliding Arm 


"T'HE Sliding Arm has been designed to 

relieve the operator from the torque of 
the electric tool. The arm operates on ball 
and roller bearings and is so sensitive that 
locating a stud, screw or nut is as easy as 
though the tool were in the operator's 
hands. The Sliding Arm can be furnished 
on pedestal as shown in illustration or with 
a bracket to mount on a post or column. 


Travel of tool in bracket.................. 4” 
Radius for operating (minimum)........... Dee 
Radius for operating (maximum).......... 49” 
Total travel of slide (horizontal)........... 2614” 
Angle of swing (pedestal mounted)......... 360° 
Angle of swing (pipe mounted)............ 120° 
Net weight (pedestal unig BRN ne OR Ne 415 Ibs. 
Net weight (pipe mounted)...............175 Ibs 
Price, pedestal mounting, fixed head, $300.00 
Price, pedestal mounting, adjustable head 330.00 
Price, pipe mounting for 3” pipe, fixedhead, 265.00 
Price, pipe mounting, adjustable head. 290.00 
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Black & Decker 


Radial Arm 


‘T'HIS Radial Arm is particularly adapted to chain 
© production methods. Relieves the operator of the 
weight and torque of the tool, enabling him to do more 


accurate work. 


Arm has vertical adjustment up and 


down column and can be swung in any desired posi- 


tion. 






Verticalitravelor bra GK et ger. f-i.¢.i0s ge a eenetetere 4” 
‘diraviel-offAnm' on COlUMIN, 6 ¢anccicke coud Ne co 24” 
ANGIEZORSWING 2) en esis, SNA ge ole ts anaes 180° 
Distance, center of column to elbow......... 22” 
Distance, elbow to spindle of electric tool.... 14” 
Angular adjustment, electric tool bracket... .. 255° 
Effective area of operation is within radii from 
19” to 36” from column. 
NVGIBTE2 Aeon come tectecouee ere tote eee nmin Sees ees 180 Ibs 


Price, complete.............$120.00 


In ordering be sure and specify type and size of 
Electric Tool to be used, so that the proper adapter 
will be supplied on the bracket. 





This tool is par- 
ticularly adaptable 
for use on produc- 
tion lines for oper- 
ating electric drills, 
nut runners, screw 
drivers, etc. It will 
speed up produc- 
tion and soon pay 
for itself. 









 BIb# NCIRAN 









Portable Electric Drill Accessories 


Keyless Chucks 


Keyless Chucks can be sup- 
plied for replacement on all 
Black & Decker 4%” Heavy 
Duty Drillsand Black & Decker 


5 


5i6" Drills. 





Cat. 

No. Mfg. No. For use on: Price 
10666 250 4°. D.and \%" Std., all types $5.00 
10800 312 *%" Drill and %@* H. D. Drill. all types 6.00 


Chucks Mounted on Morse Taper Arbors 


5 
< 


POP te ee 





91585 $4” Chuck with No. 2 Morse Taper Arbor, to fit 33” 
Black: S:sDeeker lectric: Dri. 6 gle sec. eese Sa sie mieceie $10.50 
10601 37” Chuck with No. 3 Morse. Taper arbors to fit 1° 
Black & Decker Electric Drill....... -.. 14.00 
93151 No. 2 Morse Taper Arboronly............ tiie ¢le5O, 
10949 No.3 Morse Taper Arbor only. ae 2.00 


Chucks with Key 


Three-jaw geared chucks with keys can 
be supplied for replacement on any Black 
& Decker Electric Drill. Chucks are 
equipped with special taper hole to fit 
taper spindle on drill. 



























































































Chucks 
with Keys only 
Keys 
Mfg. No. For use on 
Cat: | pricel] Cat | Price 
1-B 4" Tyne A (threaded) 13147 93031)$ .50 
1-A w” Light Duty, all types 93030 (93031 50 
7 yy" Heavy Duty, all types [91510] 4.50/91511 50 
34” Standard type A 
30 %” Drill, atl types, and 92614) 5.50//92615) .75 
464” Heavy Duty type A 
30 with No. 1 Tapper, all types 96124) 5.50/192615] .75 
through hole 
2-AD 34” Drill, through type F, |91536] 5.50)/91539| .75 
and type GA 
32 34° Drill, type G 97244| 5.50)197245|_.75 
32 with No. 2 Tapper, all types 94794) 5.50/97245) .75 
through hole 
6-AE 347, all types except type C |91534| 9.00/)91532| .75 
and Heavy Duty type A 
34 4" type C and 99480) 9.00/|91532) .75 
4” Heavy Duty, type A 
3-AE 34” Drills, all typea except [91535] 9.00|)91532] .75 
type P, PG and 
Heavy Duty type A 
3-A $4” Drills, type P and PG, [11329] 9.00)91532) .75 
and Heavy Duty. type A 
36-E 4“ 10. D. type A up to 99820/12.00,/99523) 1.00 
serial No. 1400 = 
36 4" type B and 34" H. D. |99522]12.00)/99523) 1.00 
type A, serial No. 7500 
and up. h 





Right Angle Attachment 
i 


—-— 





i) 

Enables operator to reach out-of-the-way places in work 
on joists, etc. A handy attachment for all types of contract- 
ing jobs and electrical installations. 

Cat. No. 4 fi 
6222 Right-angle Drilling Attachment, equipped with 3- 
jaw Geared Chuck, 34 ” capacity SS ietand: Cem ee ee $30.00 
(Supplied for 37% Special and °§” Standard Drills only) 


Feed Screw Attachment 
Use this Feed Screw At- 
tachment to feed drill in 
out-of-the-way places. 
State size and serial 
number of drill when order- 
ing feed screws. 








Cat. 

No. 

10244 For ';” Drills .. 68s 2B sa, 60 a $ 6.00 
10245. For Drills up to 1” excepting 2... gs cee ee 6.00 
92140 For No. 8 Drill only leas a Aes 12.00 

Morse Taper Sect 
Fits on drill spindle in place of chuck for taper shank bits 
Cat, No. Price 
11066 No. 1 Morse Taper Socket for %* Drills.......... se oe80 
12186 No.2 Morse Taper Socket for 4:” Drills.......-...-. 4.50 
11067 No. 2 Morse Taper Socket for 53” and 3,% Drills.....- 4.50 
Morse Taper Reducing Sleeves 
94122 No. 4to No. 3 Reducing Sleeve Sockets 


93153) No.3 to No. 2 Reducing Sleeve Sockets. . 
93152 No.2 to No. 1 Reducing Sleeve Sockets. 


Electric Cable 
Three-wire, rubber-covered Electric 
Cable, permitting ground connection, 
can be supplied for any of the tools in 
the Black & Decker line. 
Gat: Price 
No. 
10409 16-gaure, 3-conductor Cable with 
attachment plug for replace- 


ment on portable tools........ $2.50 
12311 25’ Extension Cord, 16 gauge, 


Sans socket and attachment 








plu 
11949 25° Eatencion Cord, 14 gauge. 
with socket and attachment 
DUD ig ce eee nena e WV oe 6.25 
Norte: 14-gauge Extension Cord must be used with %{* and 1” Drills 
ands 8” and 10” Portable Saws in order to obtain ful power at the 
feos) 
Special lengths of 16-gauge, 3-conductor Cable can be sup- 
plied at (attachment plug extra)..........00.5: 
Special lengths of 14-gauce. 3-conductor Cable can be sup- 
plied at (attachment plug extra).............-0--0005 30c per foot 
Special lengths of 12-gauge, 3-conductor Cable can be sup- 
plied (attachment plug extra)... 0.0.0.0... cece eens 45c per foat 


20c per foot 
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No. 5 Electric Tool Chest 


KIT for the electrician, plumber and carpenter, care- 
fully planned to take care of practically every hole- 
cutting job. It also makes a very handy kit for maintenance 
work in any type of industry. A strong. metal box contain- 
ing: 
Black & Decker 14” Special Ball Bearing Electric Drill 
Black & Decker Hole Saws—74”, 118” 135”, 
144”,134", 2”, 2” and Two Mandrels 
Wood Augers—14%", 1%", 134” 
Twist Drill Bits—14”, 46", 38”, 3%” and %” 


No. 5 Tool Chest, complete............ $78.00 
No. 5 Tool Box (less contents)......... 9.00 


No. 1 Electric Tool Chest 


ABIT designed for the student, experimenter, or anyone 
4® mechanically inclined. Contents planned for drilling, 
light grinding, rag wheel buffing, wire whec! brushing, and 
light sanding. The attractive metal box contains: 

Black & Decker 34” Light Duty Electric Drill 

Grinding Stand for Drill 

Complete Set of Twist Drills up to 14” 

4” Wire Wheel Brush with Arbor 

4” Rag Buffing Whee] 

4” Sanding Disc, with Arbor 

3” Grinding Wheel, with Arbor 


No. 1 Tool Chest, complete..... pA eRe $45.00 
No. 1 Tool Box (less contents)......... 8.00 
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Wire Wheel Brushes 


For Cleaning, Buffing and Polishing 


OR cleaning castings, moulds of all kinds, gears, dry 

and storage battery parts, welds, scale from forged and 
hardened parts, brass and copper before brazing or polish- 
ing, rust, paint from automobile bodies, stoves, etc., scales 
from fish, buffing tires and tubes, file marks from aluminum 
bodies, and many other purposes. 


Size of Wire 
All brushes are made of No. 30, W. & M. gauge wire. 
This is equivalent to .014”. 


Arbor Hole Sizes and Bushing System 

To enable fitting these brushes to various size arbors. 
and also to make it practical for your jobber to supply you 
promptly from stock a brush with any size hole, all brushes 
from 6” to 12”, inclusive, are made with a standard size 
hole, for which a set of bushings will be supplied to fit your 
particular arbor. Bushing furnished for 34”, 4”, 547, %”. 
087,17, 114", 14”, 134", £34” and 134”. The 4” brush ts 
furnished with 34” and 14” hole only. 


Price List and Specifications 
Price, complete, with 


Cat. 1 Set of Arbor 
No. Diam, Width Hole Bushings 
00501 a“* Lb eet cs a ehers hc sae $1.50 
00502 Gy le area eee 2 aire 2.50 
00503 8° Medes 3.50 
00504 10° Gh eM reagent 0-06, 82H Dee: 6.00 
00505 tei i, Sie Ando ato arenas soto 8.00 
Extra Arbor Hole Bushings. per set Of 2......:eeeevcerccccsenee .20 


*°¢* arbor hole is standard and will be furnished unless 34” is specified 


Note: In ordering, be sure to specify diameter of arbor 
hole bushing. 
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Hole Saw Only Without Mandrels 


































































































Cat With Saw Pipe | Conduie 
No. |Mandret| Size | Price | Jap Size 
No. 1ze 
00906 | 00903" %” | $ .60 is” 
00908 " ” 60 34" 13” 
00910 n i 60s eS 
00912 Tig enlarge 175 1 ea 

00911 | 00903} | 11%” 5750 |S ele 
00913 : ae ee? .75 bias eat eels 
00914 ue 1H” 275; ale 
00915 n 154” -90 S| |e 
00916 |" Tan -90 ae ee 
00917 dy 174” 90M cies Set ee 
00918 s Ne 1.10 1K" 
00919 a ahi,” 110 8u | eee 
00920 218" 1°10 | eee een 
00922 PAG 1.25 2a eae 
~00921 a 235” 1225 | eee |e 
00923 a 234" 152570 | Seo ae 
00924 n 254" 13355) |e. eee 
00925 45 2%” 1.35 |. 
00927 = 234" 13505: eee aoe 
00926 ws 3” 1250 | eee 25" 
~ 00930 E 31g” 1:50 |e eee 
00929 esha mes 10a) Ree eee 
00928 a ae? 1250 eee |S ae 
00932 | © 4” 185550 | eee Ree 
#00903 Mandrell with pilot drill (for 1{” to 144” Saws)...... $1.50 
400904 Mandrel with pilot drill for 1's" to 4” Saws)........ 31.50 


a 








Hole Saws are used in auto- 
motive shops for cutting clean, 
round holes in floor boards for 
heater installations and for cut- 
ting dash boards for radios, ac- 
cessories, etc. Used in plumbing, 
heating and electrical work to 
cut holes in tanks, soil pipes, fur- 
naces, conduits, etc. 


Hole Saws 


For Use With 1/2”, 5/8” and 
3/4" Drills 


"T'"HESE Black & Decker Hole Saws increase 
the range of a 14” Electric Drill to 4”. For 
cutting sharp, round holes in any wood or metal 


that a hacksaw will cut. 


Finest quality tungsten steel, carefully hard- 
ened for durability. The Mandrel automatically 
holds a 14” twist drill which drills the pilot hole 
and serves as a guide for the saw. 
7” deep may be cut. 


Holes up to 


Correct sizes for pipe taps are shown in lisc at 
left. 


Special Assortments 
00902 Plumbers’ and Steamfitters' Set of Hole 
Saws, with one each Saw for 447, 17, 1147, 
143”, and 2” Pipe Taps. and No. 00903 and 
No. 00904 Mandrels 


00900 Electricians’ Set of Hole Saws, with 3;”, 
rg”. 14g”, 1357. 1347. 2”, 253", and 3” Hole 
Saws for cutting holes for conduit, together 


with No. 00903 and No. 00904 Mandrels.. 10.25 
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All 
$4 8 Voltages 


Inset at left shows screw- 
driver with switch in end cap. 
$48. 


No. 1 Adjustable Clutch Electric Screwdriver 


yee production tool has an adjustable friction clutch that can be set to drive screw flush and re- 
lease automatically without danger of marring screw head or surrounding surface. By means of the 
knurled thumb screw on gear case, the clutch can easily be set to any desired tension for various 
types and sizes of screws. To make it possible for operator to compensate immediately for any in- 
equalities in work, tension on the friction clutch can be increased to give a screw or nut an additional 
turn by the mere pressure of a finger on the adjusting screw. For working in limited space, the screw- 


driver with switch in end cap is ideal. 


In addition, this Screwdriver has a posi- 
tive clutch which allows spindle to remain 
idle for finding slot in screw. It engages when 
pressure is exerted. 

Complete with 3-Conductor Cable, Attach- 
ment Plug, and No. 8 Screwdriver Bit with 
centering sleeve. 


Capacity sory st. nea. up to No. 8 Screws 
INovloadispeedt ei. an.. teen essere 750 R. P. M. 
Weights: voter si oat cise enone men See 414 Ibs. 
Men gt hiv. secre testcase: ct eras: 11” (including bit) 


When ordering, specify whether with or without 
handle. Either Type furnished at $48. 










Companion to the 
Screwdriver— 
36” Electric Drill 


A pair of real production 
tools—the Universal Twins. 
The %” Drill will do difficult jobs quickly, . 
working in close quarters. See page 4 for de- 
scription. 





Universal Motor Operates on A. C. or D. C. Standard Voltage, 110. 
Other Voltages, 220 or 260. No extra charge. 
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Cutaway View Showing Mechanical 


Construction of No. 1 Adjustable Screwdriver 


Stationary 
finder sleeve. 
Screws on 
nose of tool. 
Screw finder. As Finder spring. Should be Positive clutch 


thisfinderdocsnot Holds finder replaced by spring which Positive clutch 
revolve with bit, it in extended short pro- holds clutch which automau. Clutch disc , 
cannot mar the position until tecting sleeve disengaged until cally engages keyed to Composition Mororc Fan. face of 
surrounding Dressure is when finder pressuce is when pressure Pinion frictian clutch which is machined and 
surface. applied. is not used. exerted on cool. is exerted. shafe. disc. serves as Clutch disc. 





Hiei ee Ig 


Screwdriver bit held 
in position by means 
ofa ball held in place = 
bya split, spring col- aa. 


lar. ee 


Thumb screw which regulates 
tension of friction clutch 


Thumb sccew nur slides in housing when thumb 


Friction clutch 
screw is depressed, and gives a momentary increase 


tension spring. Ball bearings 
of clutch friction (without changing fixed adjust- mounted on 
ment). Enables operator to compensate immediately armature 
forfany inequalities in work, pinion. 


Heavy armature 
pinion. 


Standard 13° and Special 30° Positive Clutches 
Used on Nos. 1 and 2 Screw Drivers 





=e = 





13° Clutch Construction 


Furnished as standard on the Nos. 1 and 2 Portable 
Electric Screwdrivers. When pressure is exerted on tool, 


steel teeth engage and drive spindle. This clutch is adapt- 
able to all ordinary work. 


30° Clutch Construction 
Illustration above shows angle of clutch teeth on 30° posi- 
tive clutch. Furnished as special, forlighter workthan stand- 


ard clutch. 30° angle allows clutch to disengage quicker 
than standard clutch when screw or nut is driven home. 
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No. 1 Ball Bearing 
Screw Driver 


"THIS powerful tool is provided with positive clutch 
4 which releases when forward pressure on tool is relieved. 

Used widely in cabinet and furniture manufacturing, 
boat building radio manufacturing, automobile factories, 
etc. This machine is capable of driving a No. 12 wood 
screw, 2 inches long, in hardwood. The capacity of this 
tool is predicated on the use of proper size lead holes. 

Complete with 3-conductor cable, attachment plug and 
No. 8 and No. 12 flat bits, with centering sleeves. 


MYotlon ciSPCEG «eka ccciesihis tyes pb taid bas 500 R. P. M. 
BNCtWelgh 2.5: eee tee Ss hiss Oe cee 7 Ibs. 
Special speeds ‘of 700 or 1000 R. P. M.. ..§2.50 extra 
INCVELSIN Geo WITCH Acs sikdvie so theirs cc) eS Re at 10.00 extra 

14.00 extra 


No. 10040 Bench Stand.. 

13° Clutch Standard. Gani be: lnvaiened with 30° Clutch 
for work requiring lighter tension at $2.50 extra. See il- 
lustration page 21. 


Ideal Slow Speed Drill 
The No. 1 Screwdriver makes an ideal slow speed drill 
for capacities up to 4%” when fitted with solid spindle and 
%” chuck. 
No. 1 Screwdriver equipped with solid spindle 
and %”" chuck for drilling....... 


.$2.50 extra 








Comparison of Time Required to Drive a 
No. 8 Screw in Pine Wood 


70 Seconds 


SSS aa ae ae 1. 


5 Seceorats 
No, 2 Screw Driver 
414 Seconds 


HERR No.8 Sut Renner 


214 seconds 


| 




















Ree oy 


OQ ’ ya yr 5 1e e 


+e) 
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No. 1 


548 vs 
Vollages 
“With the Pistol Grip No. 2 

Foes RCE $ All 

and Trigger Switch” 8 Foltages 


No. 2 Ball Bearing 
Screw Driver 


HIS machine is similar to the No. 1 in design and ap- 

pearance, although heavier and more powerful. De- 
signed to handle the heavier screw driving operations. The 
No. 2 will ari wood screws up to No. 16 by 314” long, a8 
screws up to 246" by 4” long, and nuts or bolts up to 38” 
diameter. 

Complete with 3-conductor cable, attachment plug and 
No. 10 and No. 14 flat bits with centering sleeves. 


No: load! speeds. ace snare, cc a ne ree 500 R. P. M. 
ING GAVCICH GAs hl caccgst: cae eee Mls Sess educa tances 9 Ibs. 

Special speeds of 350, 700, 1000 and 
TOOORIR Ree N TET eo See eet ge erase ce te $2.50 extra 
Reversing Switch . .10.00 extra 
. 14.00 extra 


No. 10040 Bench Stand.. 
13° Clutch Standard. Where Taher tension is required 
30° Clutch can be furnished at $2.50 extra. See illustra- 
tion page 21. 
Ideal Slow Speed Drill 
No. 2 Screwdriver equipped with solid Spindle and 34” 
Ghackiforsdrilling seo sae oe rece $2.50 extra 





Comparison of Time Required to Drive a 
Size 44" Cap Screw in Cast Iron 
3214 Seconds 


234 Seconds 


| ee 


2 Seconds 


& No. 2 Serem Diner 


1%) Seconda 


i No. 3 Not Runner 


1 Seconds 


By Ss set anne 








Universal Motor Operates on A. C. or D. C. Standard Voltage, 110. 
Other Voltages, 82, 220 or 250. No extra charge. 
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No. 3 Ball Bearing 


Nut Runner 


pauls is a ball bearing machine, equipped with 
a positive clutch which automatically disen- 
gages when the forward pressure on the tool is 
relieved. Will drive wood screws up to No. 20 by 
4” long, lag screws 34” by 4%” long, and nuts or 
bolts up to 14” diameter. 


Complete with 3-conductor cable, attachment plug, com- 
bination spade handle and breast plate, detachable side 
handle and ontwhexagon socket wrench to accommodate 
nuts measuring 5§” across flats. 


Nowload:speeds):iic flee epee a ee eee ee 500 R. P. M. 
Ne@tweigh tcc. cee cre aie ere mire ne rere ee 18 Ibs. 
Special speeds of 350, 700 or 900 R. P. M., $ 2.50 extra 
ReversingsS witch wee ee ae ee ee 15.00 extra 
No. 10640 Bench Stand.............. 32.00 extra 
No. 20640 Post Stand... 36.00 extra 


5 fe N ar ee” 


Z 





“With the Pistol Grip 
and Trigger Switch” 





No. 3 


$88 Veen 


No. 4 


$ 1 O 8 Tees 





No. 4 Ball Bearing 
Nut Runner 


HIS machine, although similar to the No. 3 
- in design and appearance, is much more power- 
ful and is suited for the heaviest type of nut run- 
ning operations. Ball bearing for long life and 
dependability. 

The No. 4 will drive lag screws up to 4%” by 
514” long, and nuts or bolts up to 78” in diameter. 


r 


Complete with 3-conductor cable, attachment plug, com- 
bination spade handle and breast plate, detachable side 
handle and one hexagon socket wrench to accommodate 
nuts measuring 7§” across flats. 


No load ‘speed iius.3 2 usc sae eee eee 500 R. P. M. 
Net sweig hth Se teeenccs cee on ere nae ee ee ene 27 Ibs. 
Special speeds of 350, 700 or 900 R. P. M., $ 2.50 extra 
Reversing Switch 


oy ce SELENE Onna & As 15.00 extra 
No. 10660 Bench Stand................ 32.00 extra 
No. 20660 Post Stand..... ............ 36.00 extra 


Universal Motors Operate on A. C. or D. C. Standard Voltage, 110. 
Other Voltages, S2, 220 or 250. No extra charge. 
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Screw Driver Bits and 
Socket Wrenches 


Screw Driver Bits for Nos. 1 and 2 Screw Drivers 
and No. 3 Nut Runner Only 

HESE bits are interchangeable on these three tools, and project 214” 

from chuck. 


The Centering Sleeve guides the Bit into the slot in the screw. All standard 
bits can be equipped with centering sleeves. 





Each see 
Bit with Centering Sleeve................. Fee ee ae eS $1.50 $5.00 
—_ = Bitewithout’ Genteringesleene coy: es) gs tele atertaeteveren nesses aoa eae er 1.00 3.50 
Coan Le MEY These Bits can be secured in sizes Nos. 4, 6, 8, 10, 12, 14, 16, 18 and 20 to drive Flat Head 
Sleeve Sleeve Screws of corresponding sizes. For Round Head Screws (not recommended for metal), use 
For Nos. 1 and 2 S. D. one size smaller. 
sod No2 NOR. oaly In ordering, specify size of Bit required, and if with or without centering sleeve. 


Socket Wrenches for Nos. 1 and 2 Screw Drivers 
and Nos. 3 and 4 Nut Runners 


In ordering, specify dimension across flats of nut, whether hexagon or square, ancl 
if for Nos. 1, 2, 3 or 4 Electric Screw Driver or Nut Runner. 


Hexagon or Square, Ve to Me" across flats... 0.2 cette een ents $2.00 
Hexapongoroquare ame vtO"s4 across: Nats ic. cc cae atin sb oe Doe areata be see nene 2.25 
2.50 


Hexagon or Square, 234,” tonl”sacrossilats. isin 2% ces 5 Sa eee oles, wh bs evel Neem eg toledo rebate nets 
a 


Extra Length Socket Wrenches 


Where standard length cannot be used, extra length sockets can be furnished in 


following lengths: 














Length Type Seer Neary 
4”,6”,8",10",12” | Hex or Square Nuts.| %” to %” | $3.00 
4”,6",8”,10",12” | Hex or Square Nuts.| 19%” to 34” 3.25 
4”, 6”,8”,10",12” | Hex or Square Nuts. | 25” to iy 3.50 














14”, 16”, 20”, 24” | Hex or Square Nuts. ae to % 3.50 
14”, 16”, 20”, 24” | Hex or Square Nuts. “ito ”" 3.75 Method of pars 
| 14”) 16”, 207 24” | Hex or Square Nuts. 5e, to 1” | 4.00 Sater ewipnesieon aut 
5 é or bolt. - 
In ordering, specify dimension across flats of nut, (see diagram at Socket Wrench 
right), whether hexagon or square, and if for Nos. 1, 2, 3 or 4 for Nos. 1 and 2 
Electric Screw Driver or Nut Runner. S. D.and 3 and 4 
Socket Irench prices are for complete untts; Shankstor Sockets only can also be supplied, N.R. 
Standard Screw Driver Bits for No. 1 Adjustable 
5 Clutch Screw Driver nee 
’ Each Six 
vt Bits (Two sizes only, No. 4 and No. 8)............ -75 $3.00 
Centering Sleeves (Two sizes only, No. 4 and No. 8) .50 
Protecting Sleeves (Fits No. 4 and No. 8 bits)...... 75 
Use centering sleeve corresponding to bit size. Protector sleeve 
Pee must be used when centering sleeve is not used. 
tanodar e . 
Screw Extra Length Bits for No. 1 Adjustable Clutch 
ial G° Bit and 2 4 
Seer with enienine Screw Cat. Screw Driver Price Box of 
Centering Slecvefor Driver Bit Protecting No. Each Six 
slesee ie Breed te fon Nas hy nae Tae US 35S ter sree site. os, ter eee iebeeNcteie ten cence oti ierostre $1.00 $3:50 
lo. S bs Ae o. 1 13356 3” Bit with centering sleeve.......-.... 1.50 5.00 
Clutch Clutch g 
pe Megecrmate Scoee Hoe 134706120 itera nn eee oe cee 1.10 4.00 
Driver Driver Driver Driver 13469 6” Bit with centering sleeve............ 1.60 5.75 
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"With the Pistol Grip t 
and Trigger Switch” 


No. 2 Ball Bearing 
Electric Tapper 


‘T’APS threads in steel, cast iron, brass or aluminum at 
great saving in time over hand methods. The three-jaw 
geared tap chuck automatically reverses and backs the tap 
out of the threaded hole at higher speed when operator 
gives a backward pull on machine. No reversing switch is 
needed. This machine will reduce your tap breakage. 


Ideal for Flue Rolling 


This No. 2 Tapper is especially suitable for flue rolling 
on brass or copper flues—34” and 74” diameters. 
Capacity Anscagtiironi.:is cers. scarey. es 








GEapacitysinsteel ee. eye cre rsretskere esate celeste ce ui 2 she" SPO trate ay ekeinreke 

Capacity in brass or aluminum............0.0.- 00+ e- eee B® tap 
Nojloadispced) Sint: cni rere cei tneteetiee te ak sin Se eoceiee 300 R. P. M. 
Netiweight 2.50: sieciin scoot Pee ciags ek cyereuataepayesieiet toe 9 % Ibs. 
Special spindle speeds of S00 or 700 R. P. M............§ 5.00 extra 
No. 10040 Bench Stand for No. 2 Tapper....-.........- 14.00 extra 


Universal Motor Operates on A. C. or D. C. Standard Vol- 
tage, 110. Other Voltages, 32, 220 or 260. No extra charge. 





Eight Times Faster than by Hand 


The performance chart below shows that tapping 
a 344” plate with a 10-32 tap can be done § times 
faster with a No. 2 Tapper than by hand. 
By Lfand—30 Seconds 


To Remove—20 Seconds 


With No. 2 Tapper—3!4 Seconds 


= To Reniove—23¢ Seconds 






WDC’ F 
SOME CHSEERY 


$ ws 8 Vitae 





Electric Glue Pot 
Capacity Two Quarts 


HE Electric Glue Pot finds a variety of uses 

in book binderies, printing plants, cabinet and 
furniture industries, toy manufacturing, etc. Scien- 
tifically designed to maintain the glue at a con- 
stant temperature of 150 degrees Fahrenheit, 
which has been found to be the best working con- 
sistency for smooth, tight work. 


Glue Container is made of cast aluminum, 
machined to fit the gray iron water receptacle, 
thereby conserving heat. Heating element is 
sealed at top and bottom. protecting it from all 


foreign substances. 


Heavy iron wiper across center of glue recepta- 
cle prevents drippage.Convenient carrying handle. 


Supplied for 110 or 220 Volts A. C. only. 


(In ordering specify whether for 110 or 220 volts) 
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All "With the Pistol Grip 
and Trigger Switch” 


Portable Electric Hammers 


in Three Sizes 


No. 2 Portable Electric Hammer 


ye light in weight and is particularly suitable for drilling in con- 
crete or brick for electrical work, sign and awning hanging and 
theatre seat installation. Packed in fibre carrying case with one No. 0 
Chuck and Turning Wrench, one 33” Star Drill, one Drift Key and 
one tool-retaining spring. 


No. 4 Portable Electric Hammer 
TDEAL for driving any type of tool where hammer action ts desired, 
Asuch as star drills. steel chisels, wood working chisels. etc. Suitable 
for general contracting work and for plumbers, electricians, etc. Packed 
in fibre carrying case with one each Nos. 1 and 2 Chucks and Turning 
Wrenches, one 1” Star Drill, one Drift Key and one tool-retaining 
spring. 
No. 6 Portable Electric Hammer 
ee most powerful hammer of the line. Has a larger capacity than 
the No. 2 or No. 4. This is the Hammer that should be used on all 
building, remodelling and demolition work. It is the favorite among 
building contractors because it is ruggedly built to withstand such 
service and, due to great power, it does the job very quickly. Packed in 
fibre carrying case with one each Nos. 2 and 3 Chucks and Turning 
Wrenches, one 14” Star Drill, one Drift Key and one tool-retaining 


spring. 








No. 2 No. 4 No. 6 





Capacity in concrete or brick. . rs. < 54 1% ly 
INOwo feb] Owshre nee esas eee) (3500) 2900 2900 
Netaweighitr. ae amon eis 0. oo 10 Ibs. [1634 Ibs.} 23 Ibs. 


O@veraliilengt hires eels Secs. 1654 19 2034 














Overhead 
Drilling Stand 


Aconvenient 
overhead 
drilling stand 
for the No. 4 
Eelievestente 
Hammer 

Adjustable 
for ceilings 
from 10% to 
12> ft: “highs 
Additional 
heights may 
be obtained 
by the use of 
standard 34” 
pipe. 


Weight, 
30 Ibs. 


Price, 
complete, 
$40.00 


Equipped with Universal Motors Operating on A. C. or D. C. Standard Voltage, 110. 


Other Voltages, 220 or 250. No Extra Charge. 
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» RIENCE SID RCO as 
Hammer Tools 


"T'HESE tools have been especially designed for Portable 
A Electric Hammers. Their use will insure most effective 
results. 
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Star Drills and Diamond 



























































































Points Star Drills Only 
In In 
Dia. and Price | Box Dia. and Price | Box 
Length Each | of 6 Length Each | of 6 
Each Each 
7 Le aoe Is1.00 |§ 75 Mx 167 $2.00 $1.60 
Me" x 5" | 1.00 fe fs $32 3.162 2.25 1.70 
oo) S* 1.00 «80 dG" x 1G” 2.25 1.80 
tex §* 1.15 | 185 ye * x24" 3.25 | 2.60 
bse'x 9" 1.15 95 14° x 104" 2.50 1.95 
“7x 9” 1.15 | 195 ta" x 24° 3.50 | 2.75 
Ss" x 97 1.30 1.00 te Ce NIGe 2.50 | 2.00 
te" 2 9" 1.30 1.05 rie ee 3.50 | 2.80 
%*x 9" 1.30 } 1.10 134" x 24" 3.75 | 3.25 
We" x 9" 1.50 1.20 7x24” 4.00 3.50 
w°x 9" 1.50 1.20 isa" x 247 4.25 | 3.75 
te" x 9 1.50 1.25 1147 x 247 4150 | 4.00 
a 4a 95 1.50 | 1.25 1347 x 24° 5.00 | 4.50 
146" x 12” 22280) 1575 2" x 24° 5.50 | 5.00 
ee Se eae 2.50 | 2.00 | 
1367x124 Pet besjal hay 8 4) 
eS ase ea 3.00 | 2.50 
13Z"x 12" 3.50 | 3.00 
26 NS e 4.00 | 3.50 
Cold Chisels 
9* Long 20° Lang 
; In In 
Diameter as Box Bax 
Each of 6 Each erG 
Each Each 
34° (Dressed).... $1.75 $1.50 $3.00 | $2.50 
Bull Points 
12* Long 24° Long 
5 In In 
Diameter x Box Box 
Each ofe Each of 6 
Each Each 
| SES oe $2.25 $2.00 $4.25 $3.50 
Accessories 
Cat. Size Prices 
No. 
10651 No. G—Suar Drill Chuck (47-54 7 Inel.j)— 
No. 2 Hammer only......... 
99239 | No. 1—Star Drili Chuck (% 
No. 4 or No. 6 Hammer. . 
99243 No. 2—Star Drill Chuck (134 
No. 4 or No. 6 Hamner, . 
99420 No.3 Star Drill Chuck (134% up) 
No. 4 or No. 6 Ilaminer..... 5.50 
972155? | DriltuKeye ae eee ane .50 
9903721 WoCdsGouRe tens) cence ote pyaar ee nee 6.00 
12446 | Scaling Chisel for No. 2 Hainmer(in lots of 6, $1.50 ea.}| 1.75 
12401 | Scaling Chisel for No. 4 Hammertin lots of 6, $2.00 ea.)} 2.50 
99/0390) er lat \Viood -Chisciprrs . setae teins eo eae ce eee 4.00 
9904/19) ||: Bush Ool 7 .1-15:.1 cere een ree ee ee nae 6.00 
99035 | Seam Tool........ Mba. ie (chase ont 2.75 
10909 | Tool Retaining Spring for No. 2 Hammer 25 
103 37 | Toot Retaining Spring for No. 4 Hammer 25 
10336 | Tool Retaining Spring for No. 6 Hammer PLS: 


Saw Blades 





40-Tooth Combination Rip and Cross-Cut saw 
A PARTICULARLY fast blade for ripping in all kinds 

% of wood, and can also be used for cross-cutting. 8” 
and 10” blades have same diameter holes and 8” blade 
can be used on 10” machine. 


Cat. No. Diameter Price 
11520 6" S$ 6.00 
11701 8” 8.00 
11867 10° 10.00 


4 


100-Tooth Cross-Cut Saw 
FoR fast cross-cutting. Makes smoother cut than forty- 
tooth Saw. 8” and 10” blades have same diameter holes 
and 8” blade can be used on 10” machine. 


Cat. No. Diameter Price 
11732 6* $ 6.00 
11843 pif 3.00 
11868 10° 10.00 





Planer Saw 
FoR making very smooth cuts, both rip and cross-cut. 
Used for interior finish and trim. 8” and 10” blades have 
same diameter holes and 8” blade can be used on 10” 
machine. 


Cat. No. Diameter Price 
11942 6= $10.00 
11945 $s” 12.00 
11948 10” 16.00 





Metal Cutting Saw 
DESIGNED for cutting soft, light-gauge, non-ferrous 
metals. This blade has very fine teeth that are filed 
straight across the face. 


Cat. No. Diameter Price 
11943 6” $5.00 
11946 8°” $.00 





Abrasive Disc 
HIS disc is used for sawing and cutting slate, marble 
= asbestos, tile, transite and porcelain. 


Cat. No. Size Price 
119-44 (Rt oe $2.00 
11947 8° x 34" 2.75 
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6-Inch Size 


110 


8-Inch Size 


: All 
$] 5 O Voltages 


10-Inch Size 


*180 
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Heavy Duty Portable Electric Saws 


Net only are Black & Decker Electric Saws suitable for sawing in wood, they are also extremely 
4 useful with an abrasive disc in the cutting of marble, asbestos, transite, tile and porcelain. 

In all types of building construction, railroad car repair work, packing case making, etc., these saws 
soon pay for themselves in time and Jabor saved. 

Smooth operation; high cutting speed; ample safety and long life. Will not overheat under the most 


gruelling work. 


Universal Motor operates on A. C. or D.C. 
Alloy steel gears and shafts throughout. Full ball bearing. 


Shoe adjustable from 0° to 45° and notched for following pencil line on work. 


Saw blade entirely enclosed with telescopic guard. 


Standard Equipment 


One combination rip and cross-cut saw blade. 


One cross-cut blade. 

One adjustable saw fence. 

Three-conductor cable with at- 
tachment plug, one wire for ground- 
ing. 

One combination packing and 
carrying case with handle. 


Cable Extensions 


Additional lengths and replace- 
ment three-conductor cable may be 
obtained for all saws as follows: 


Cat. No. Price 
10409 Three-conductor, 
16-gauge _ replace- 
ment cord with at- 
tachment plug.... $2.50 
11949 25’ three-conductor, 
14-gauge extension 
cord with attach- 
ment plug and 
SOCKEEM slosh. coe ces 6.25 
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Compact Case 
for shipping or carry- 
ing saw to the job 





See Page 27 for Saw Blades 


6” Portable Electric Saw 


Diameter saw blade............ 6” 
Spindle diameter.,.......... 118” 
Depth of cut (adjustable).....134" 
No load saw speed. .3000 R. P. M. 
Netiweight: seiscccessc.eis-5 1814 Ibs. 
Standard Voltage, 110 
Other Voltages, 82, 220 or 250 
No extra charge 


8” Portable Electric Saw 


Diameter saw blade............ So 
Spindle diameter............ 134” 
Depth of cut (adjustable).....2147 
No load saw speed. .2500 R. P. M. 
Netiweights:.. 5 ric aesaiscie se 26 Ibs. 


Standard Voltage, 110 
Other Voltages, 220 or 260 
No extra charge 


10” Portable Electric Saw 
Diameter saw blade........... 10” 
Spindle diameter............ 134 
Depth of cut (adjustable)..... 3%" 
No load saw speed. . 2000 R. P. M. 
Net weight.............. 3334 Ibs. 
Standard Voltage, 110 
Other Voltages, 220 or 260 
No extra charge 


> 6 O Voliages 


4-Inch Size 





$] OO Vollepes 


G6-Inch Size 


Ball Bearing Portable Electric Grinders 


OES and dependability are built into these 
Black & Decker Portable Electric Grinders. 
Hundreds of industries use them, including build- 
ing contractors, automobile factories, furnace 
and stove manufacturing, plumbing and steam- 
fitters, etc. 


When gripped in a vise they make excellent 
light duty bench grinders for buffing, polishing, etc. 


Ball bearings mounted on armature shaft are 
equipped with seals which prevent lubricant 
from working out and foreign matter from 
entering bearings. The grinding wheel spindle 
is driven through a set of special steel gears 
carefully heat-treated, and is carried in a long 
housing with taper roller bearings at the ex- 
treme ends. The use of roller bearings mounted 
at wide distances apart on this spindle, plus ball 
bearings on armature shaft, insures a long life of 
efficient operation. These grinders are designed 
to take care of any type of portable grinding 
within their rated capacity. 


Complete with 
Grinding Wheel, Adjustable Wheel Guard 
and 3-Conductor Cable 


















































Size of 
Grinding Wheel No : Price 
Grinder Load Wer ht All 
Speed Tbe. Vol- 
Diam. | R.P.M. ed tages 
Diam.| Width of 
Hole { 
rl | 
4” 4” 3¢” ig” 4800 10 $60.00 
a | a | Ss eee ©.) oF ee ——— 
Gv Sig 347 14” 3800 15 $0.00 
6” 6” 1% 38” 3300 24 100.00 











Universal Motors Operate on A. C. or D.C. 
Standard Voltage, 110. Other Voltages, 220 or 250. No Extra Charge. 


(See page 33 for Wire Wheel Brushes and Grinding Wheels for Portable Grinders) 
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Combination 


Grinder 
$30 


Pedestal 
$16.00 extra 


6” Special Electric Bench Grinder 


A HARD working, efficient Bench Grinder so low in price that it will pay to spot them in convenient 
LY. locations throughout the shop. The time saved by having a tool sharpener located near the work 


will more than pay tor these machines. 

Exceptional quality combined with the usual Black & Decker careful workmanship is built into 
this grinder. Fitted with “Compo” oilless bearings. Rotating parts are carefully balanced to eliminate 
vibration. Comes fully equipped with two tool rests and wheel guards. Convenient lifting handle 
makes it easy to carry the Grinder when portability is desired, and rubber feet make it unnecessary 
to bolt the machine down. Finished in an attractive black enamel. 

The motor unit complies with electric power companies’ requirements as regards starting current. 
Can be plugged into any standard 110 volt alternating current, single phase, 50 or 60 cycle line. 


Specifications 
Wheel Size—6” diameter by 54” face by 14” hole. 
Net weight—38 Ibs. 
Shipping weight—49 lbs. 
Motor—(Not Universal) 110 volts, 50-60 cycles, single phase, A. C. only. 
No-load speed for 50 cycles—3000 R. P. M. 
No-load speed for 60 cycles—3600 R. P. M. 
Equipment includes—Toggle switch in base, three-conductor cable with attachment plug, rubber feet, 
two adjustable tool rests, two adjustable wheel guards and two grinding wheels, one medium, one fine. 
Combination Grinder has one grinding wheel, one 6” wire wheel brush and suitable guards. 
Replacement Grinding Wheels: 
No. 92950 6” x" x 4%" Med. 36G : $2.00 
No. 92951 6x44” x4" Fine 6OK..... ra a eee ey cites Marios ay 2200 


Spindle Extension Tapered Buffing Spindle 


A 5” extension for use on 6” or 7” Grinders with wire whee! brush 


when greater clearance is desired. When ordering. specify whether Screws on right side of 6” or 7” grinder shaft giving greater clearance 


desired for right or left side of grinder, with rag buffing wheels. 
No, 96664 Spindle Extension (Right Hand)................. 34.00 No. 9356 eduBuflins) Somdlcs,. eae newor > = 2 em ss $3.50 
No. 96665 Spindle Extension (Left Hand).../..00000 07 oo Ke PERSE et Hattie) EN hele SIRES tse 

[30 | 








—— 
ic pd 





6-Inch Ball Bearing Bench Grinder 


A POWERFUL ball-bearing bench grinder that is mechanically right, and at the same time attrac- 
4% tive in appearance. Sturdily constructed with all rotating parts carefully balanced. Convenient 
lifting handle adds to the portability of the grinder, and rubber feet make ir unnecessary to screw 
the machine down for ordinary work. Finished in an attractive black enamel with a stainless steel 
center band. 

This grinder is designed to handle all types of bench grinding, tool sharpening, wire wheel brushing, 
and rag buffing. The wheel guards are adjustable so that it is possible to grind at any position on the 
circumference of the wheel. The tool rests are also adjustable. 





i motor unit complies with electric pow ompanies’ requirements as regards starting current. 
The motor unit complies with electric power compani g 


A mighty handy grinder that can be plugged into any standard 110 volt, single phase, 50-60 cycle 
alternating current fine. 








Specifications 

Size of wheels: 67 diameter by %” face by 2” hole cup with attached plug, rubber feet, two adjustable tool re-ts, 

wheels two adjustable wheel guards. and two grinding wheels. 
Net weight: 40 Ibs. one medium, one fine. 
Shipping weight: 51 Ibs. ’ Replacement Grinding Wheels 
ee are ONE averse L120 Wolts. 90-90 cycles, Single No! Gat83 | G<3% "x Wi cupiwheell (ineligg. ¢ 100 KtS 2-50 
a bags i pms No. 13950) 6% x 44% x 's" cup wheel (medium) 36G 2.50 
No-load speed for 50 cycle: mee NU _ ¥ 3 Z ae 
Nosload’sneed far oorcv cles: PM (Nore: \ 6” Ball Bearing Bench Grinder, of similar con- 

eae > ‘ pa ae struction but differing in appearance shuhtly. for 220 volts, 

Equipment: Toggle switch in base, three-conductor cable single phase. A. C., $4.00 extra.) This Grinder can also be 


furnished for 32, 110 or 220 valts, D. C., $4.00 extra. 


Combination 6-Inch 
Bench Grinder 


Similar in all respects to the 6” ball-bearing bench grinder. 
but has a special guard on right side for use with wire wheel 
brush. Standard equipment includes: two wheel guards. one 
tool rest, one grinding wheel, one 6” wire wheel brush. Can 
be furnished for 110 volts, 50-60 cycles A. C. only. 


’ The spindle extension and tapered buffing spindle described 
Combination Grinder $40 on page 30 can be used on the 6” Ball-Bearing Bench Grinder. 








Convenient ped- 
estal—as shown 
above, may be fur- 
oished for this 
geinder. Correcc 
heighc. Base of ped- 
estal takes up oaly 
afew square inches 
of door space. 


Price....$16 extra 


[31] 











All 
$ 5 6 Voltages 


7-Inch Ball Bearing 


Electric Bench Grinder 


“THIS is an ideal grinder for general purpose 
i grinding and for sharpening all kinds of edge 
tools. Unusual power and sturdiness of construc- 
tion give this bench grinder a smoothness all its 


own. Ball bearing equipped. 


This 7-inch Grinder comes complete as illus- 
trated with two grinding wheels, one medium 
and one fine, two wheel guards, 
two tool rests, 3-conductor cable 
fitted with attachment plug, and 
electric switch. 


Can be furnished with one 
grinding wheel and one 6” wire 
wheel brush at no extra charge. 
Size of wheels—7” diameter by 34” face 

by 3%” hole. 

No load speed for 60 cycle A. C. and 

Ds Gr Ss OO0Uk PaNe 
(For 25 cycle 1500 R. P. M., 40 cycle 
2400 R. P. M., 50 cycle 3000 R. P. M.) 
Netaweightae:. <c aceite 50 Ibs. 
Pedestal for this Grinder, extra...$16.00 

Motor is not Universal 
Furnished for 110 or 220 volts, A. C., 
single phase, also for 82, 110 or 220 

volts, D. C. 





The 7-inch Bench 
Grinder may be 
mounted on pedes- 
ta] as shown above. 
Wide base gives 
necessary rigidity. 
Price, $16.00 extra. 
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These Grinders do not have Universal Motors—Specify voltage and current when 
ordering. (See page 33 for grinder accessories.) 
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10-Inch Ball Bearing 


Electric Bench Grinder 


A POWERFUL Ball-bearing Bench Grinder 
designed for use on either bench or pedestal 
to take care of tool grinding and all types of 
general grinding and buffing. Equipped with en- 
closed type safety wheel guards with an adjust- 
able spark shield to follow up the wheel wear. 
The electric switch is conveniently located in the 
base. 


Two grinding wheels, 10” in 
diameter by 1” face by 34” hole, 
one coarse and one medium, are 
supplied as standard equipment. 


R. P.M, 
No load speed for D. C......... 2000 
No load speed for 25 cycle A.C... 1500 
No load speed for 40 cycle A. C... 2400 
No load speed for 50 cycle A.C... 1500 
No load speed for 60 cycle A. C... 1800 
Netaveighten i... eerie 120 lbs. 


Pedestal for this Grinder, extra, $24.00 
Motor is not Universal 
Furntshed for 110 or 220 volts, A. C., 


single phase, and for 110 or 220 
volts, D. C. 





The pedestal for 
10-inch grinder, ag 
illustrated above, 
has convenient wa- 
ter pot. This instal 
lation makes grind- 
er very accessible. 
Price $24.00 extra. 





Grinding Wheels 


RINDING Wheels for Black & Decker Bench Grind- 
ers, Twist Drill Grinders, Portable Grinders, Grinding 
Outfits and Valve Refacers can be supplied in these sizes: 










































































































































































anti Cat. nae Description 
| Dia. Width | Hole Grade 
6” Bench Grinder 92950 |$2.00 || 6” 3° 14” | Med. 36G 
(Special) 
6” Bench Grinder 92951 | 2.00 |} 6” oe 4” | Fine 60K 
(Special) 
6” Bench Grinder | 95183 | 2.50 || 6” | 34” | 1:7 | FineGok 
(Ball- Bearing) { 
6” Bench Grinder | 13950 | 2.50 || 67 | 2c” | 27 | Med. 36G 
(Ball- Bearing) 
“7” Bench Grinder | 99063 | 3.00 || 77 | az” | 24” | Med. 36G 
7” Bench Grinder 99064 | 3.00 vies 34" Me Fine 60K 
8* Bench Grinder 92403 | 4.00 |] 8” 25” : 33” Med. 40H 
8” Bench Grinder 92404 | 4.00 8” x" $4” | Coarse 24G 
10” Bench Grinder 10274 6.00 |/10” 417 347 | Coarse 24H 
10” Bench Grinder 10275 j “6.00 HOP | elt 34” | Med. 40K 
Combination Grinder 93042 2.00 eed 34° 43° | Med. 36G 
47 Portable Grinder | 96772 1.75 | a 14” 3g” | Med. 36G 
4 Portable Grinder | 93037 | 1.50 || 4" | 34" | 1s" | Fine Gort 
5” Portable Grinder | 93042 | 2.00 |} 5” 4” 4” | Med. 36G 
5” Portable Grinder 92282 | 2.50 || 5” | 1” 16” | Med. 36G 
6” Portable Grinder | 93148 | 3.00 copese At Bee $6” | Med. 36G 
Y” Refacer 10495 | 1.25 || 37 pits M%* | Hard Valves 
4” Refacer 97923 | 1.25 || 37 KK" Ke Soft Valves | 
Refacer, type A, B, C| 95773 | 2.00 || 6 | 34” | 34” | Med. 40K 
Refacer, No. 90 & ‘| 97859 | 1.50 |] 4° wn 39” | Med. 40K 
Type BU 
$4” Refacer 11196 | 2.00 |] 4” 4” 44” | Hard Valves 
$4” Refacer 11 197 2.00 || 4” ye" 347 | Soft Valves 
1” & 2” Refacers 11305 {| 3.00 ee 3” 4" ! Hard Valves 
17& 2" Refacers | 11306 | 3.00 || 7” | 3¢- | 3¢7 | Soft Valves” 
Y%" Drill 00306 | 1.00 || 3-| 4° | 47 |4on 











Wire Wheel Brushes 


For Cleaning, Buffing and Polishing 


OR cleaning castings, moulds of all kinds, gears, dry 

and storage battery parts, welds, scale from forged and 
hardened parts, brass and copper before brazing or polish- 
ing, rust, paint from automobile bodies, stoves, etc., scales 
from fish, buffing tires and tubes, file marks from aluminum 
bodies, and many other purposes. 


Size of Wire 


All brushes are made of No. 30, W. & M. gauge wire. 
This is equivalent to .0147. 


Arbor Hole Sizes and Bushing System 

To enable fitting these brushes to various size arbors, 
and also to make it practical for your jobber to supply you 
promptly from stock a brush with any size hole, all brushes 
from 6” to 12”, inclusive, are made with a standard size 
hole, for which a set of bushings will be supplied to fit your 
particular arbor. Bushing furnished for 3§”, 34”, 587, 4”, 
387,17, 114", 134", 1367, 14” and 14%”. The 4” brush is 
furnished with 34” and !2” hole only. 


Price List and Specifications 
Price, complete, with 





Cat. 1 Set of Arbor 
No. Diam. Hole Bushings 
00501 4°e $1.50 
00502 6° 2.50 
00503 8” 3.50 
00504 Om 6.00 
00505 ze 8.00 
Extra Arbor Hole Bushings, per set of 2.....2.-....0000- ddeasos « 20 


*1¢” arbor hole igs standard and will be furnished unless 34” is specified 


Note: In ordering, be sure to specify diameter of arbor 
hole bushing. 
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Straight Type 
Sanders 





Ball Bearing Portable Electric Sanders 
for Sanding, Grinding, Cleaning 


PORTABLE Electric Sanders are contributing a large share toward time and labor saving in practically every industry. 
Sanding. grinding or cleaning by hand with sandpaper, emery or file are slow, laborious jobs; but with an Electric Sander, 
work of this nature can be performed in a fraction of the time. 

The Electric Sander soon pays for itself in the time that it saves alone, and it turns out better work. It is an ideal tool for 
such operations as refinishing automobile bodies and fenders before painting. light grinding to smooth welded joints, 
removing form marks from concrete with the cup grinding wheel, cleaning structural steel and tanks with wire brush to 
remove rust and corrosion, and in fact for any job where sandpaper, emery or file can be used. 

Every industrial plant, automotive shop. sheet metal shop, maintenance department, etc. should have one or more Black 


& Decker Electric Sanders. 


7” Heavy Duty Sander 
(Right Angle Type) 


A ball-bearing machine designed for continuous service 
under the most gruelling conditions. A well balanced unit 
that is light in weight and exceptionally easy to handle. 


The side handle can be uscd on either right or left side 
to suit the convenience of the operator. 


Sandpaper or emery discs are easily changed without 
the use of wrenches. The special flexible pad makes it 
possible to work on either flat or curved surfaces. 


Die, of caunye lay Cletesg& oe occa reno oot Eee = nl anes ie 


Spindle diameter.................. oe eee 54” 
INosIGAGESPCEC is sc 5 isnu 02s ew Moss 4200 R. P. M. 
Net weight............... Meant ema cote 1134 Ibs. 
SHIP PEWElgh Cie areca ane 3. .4:,nes were s Sc 17s Ibs. 

$68.00 


Rerice mall levolea eS; ees cs settee ee vt ses 


7” Standard Sander 
(Straight Type) 


The 7” Standard Sander is a ball-bearing tool, similar"in 
operation to the heavy duty machine, but with straight 
type drive. 

Diassotesandinpacdisccrese: +4 oe wre cee hee ee The 
san 


Spindle diameter j : 36 
No-load speed... 4500 R. P. M. 


Net weight... .. a ee oe 9% Ibs. 
SHIPPING Awelg hte Jee Mey ee a Netra Meng Meh Sects 15 Ibs. 
$68.00 


Price, all voltages 


9” Standard Sander 
(Straight Type) 


The construction of the 9” Sander is the same as that of 
the 7” straight type, but it has a larger flexible pad which 
permits the use of 9” sanding discs. 


DiakolssandingecdisGaweemmiccs wena er, cece: 9” 
Spindle diameter....... ........ osc 56” 
No-load speed... 2700 R. P. M. 

12% Ibs 


Net weight... .. a TA eat rae 2 . 
Shipping weight... .. : : Bob eel Ibs. 
Price, all voltages.......... 


Furnished, complete with Flexible Pad, 12 Sanding Discs (4 course, 4 medium, 4 fine), 
3-Conductor Cable and Attachment Plug. 


Universal Motors, Operate on A. C. or D. C. Standard Voltage 110. 
Other Voltages 220 or 250, no extra charge. 
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Attachments for Portable 


Sanding Discs 


medium or fine 
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Sanding ancl emery discs 
can be furnished in coarse, 
grain. 
Discs designated as K-5 
grade are especially suit- 
able for sanding wood; 
grade DS discs are for 












Electric Sanders 


Flexible Pads and Replacement Pads 









































metal. 
7° Dise 9” Disc 
Grade =3 = 
= , . No. 10303 Kiexible pad complete for 7” Sander and Polisher $ 7.59 
Cat. No lrice Cat. No, Price No. 12684 Replacement felt and steel disc cule yy for 7” 
a z — flexible pad........ 2. 
-KS (2011 $ .30 12131 § 40 No, 10700 Flexible pad camplete for 9° Sander. 10.00 
cee : = = SS No. 12685 Replacement felt and steel disc as sembly: for 9” 
80--KS 12012 30 12132 | AG Bexible:pad’.5 3.8: coos ee satis ares on ae eerie ee 
120—kK5 12013 -30 12133 40 
24--DS 99990 30 10719 40 Fis 
sentria : es : = Wire Cup Brush 
eee 9 7 ‘ “ ; . : 
oper il NN ll gel ea Especially designed brush 
50—DS | 99992 30 12153 40 for cleaning castings, struc- 
—_——- nae 7 = tural steel, tanks and sheet 
alin BED OES 3 10721 0 metal. Attaches direct to 
100 —DS 12445 .30 12133 | 40 Sander in place of flexible 
—_—————- So pad. 
120—DS 12146 .30 12150 40 Cat. 
= ——-—— — — — No. Brice 
150. -DS 12147 .30 12151 40 12398 es Wire Cup Brusi 
= —__—— ——> ‘or ae £ 
180—DS 12148 30 12152 | “40 Hote iecands isang $1.50 
7” Discs in packages of 5 of same size and grade, per puckage. . $1.35 
9” Discs in packaxes of 5 of same size and grade, per package... 1.80 


Spindle Extension 


For attaching Cup Grinding Wheel 
and Wire Wheel Brush to Sander. 
Threads on Sander spindle in place of 


flexible pad. 


Cat. 
No. Price 
10731 Spindle Extension for 7” and 9” 
SANGETS swrir islet ecg sere es thane $2.00 


Cup Grinding Wheel 


For smoothing welds and other 


surfaces where considerable metal is 
to be removed. Use Spindle Exten- 





sion No. 10711 to attach to Sander. 


Cat. 
No. Price 
10663 4" Cup Grinding Wheel for 


7” and 9” Sanders......- $2.50 
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AT YOUR SE RY Lee 


WLACK & DECKER Offices and Factory Service Branches are maintained to serve you. When you 

desire additional information about any particular tool or group of tools, call the Factory Service 
Branch most convenient to you. Or, if you prefer, your local Mill Supply distributor will gladly take 
care of your requirements. 


ae BLACK & DECKER MFG. CO. FACTORY SERVICE BRANCHES 


11335 Woodward 


Detroit, Mich. 


Ave. 


545 KE. 
Oakland, Calif. 


10th St. CANADIAN BRANCHES 
BLACK & DECKER MFG. CO., 
Canadian Rail & Harbor Term. 
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Md. Slough, Bucks., Eng. 
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15 FACTORY SERVICE BRANCHES 
MAINTAINED for your PROTECTION 


T° ASSURE you of prompt, efficient service on Black & Decker Electric Tools, we 

operate 15 Factory Service Branches and more than 44 Service Stations, located at 
convenient points throughout the United States and Canada. These Service Stations 
are manned by factory-trained personnel and endeavor to repair and return tools 24 
hours after they are brought in for service. 


Periodic inspection of your tools will prevent serious damage, eliminate costly repairs 
and assure you of freedom from break-downs. Have your inspection and service work 
done by a Factory Service Branch where only Black & Decker replacement parts are 
used and the workmanship is guaranteed. 


THE BLACK & DECKER MFG. CO. FACTORY SERVICE BRANCHES 


319 Spring St., N. W. 11335 Woodward Ave. 545 E. 10th St. CANADIAN BRANCHES 
Atlanta, Ga. Detroit, Mich. Oakland, Calif. BLACK & DECKER MFG. CO., LIMITED 


62 Brookline Ave. Canadian Rail & Harbor Term. Bldg. 
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2030 E. 22nd St. Minneapolis, Minn. St. Louis, Mo. BLACK & DECKER, LTD. 
Cleveland, Ohio Building 7 
213 Henry St. 461 Eighth Ave. Pennsylvania Ave. Slough Trading Estate 
Dallas, Texas New York, N. Y. Towson, Md. Slough, Bucks., Eng. 


BLACK & DECKER SERVICE STATIONS 








Albany, N. Y. Fort Wayne, Ind. Newark, N. J. Salt Lake City, Utah 
Baltimore, Md. Greensboro, N. C. Omaha, Nebr. Seattle, Wash. 
Boston, Mass. Hartford, Conn. Peoria, Hl. South Bend, Ind. 
Brooklyn, N. Y. Houston, Tex. Phoenix, Ariz. Springfield, Mass. 
Charlotte, N. C. Indianapolis, Ind. Pittsburgh, Pa. Spokane, Wash. 
Cincinnati, Ohio Knoxville, Tenn. Portland, Ore. Steelton, Pa. 
Columbus, Ohio Lima, Ohio Providence, R. I. Syracuse, N. Y. 
Dayton, Ohio Louisville, Ky. Quincy, Ill. Toledo, Ohio 
Denver, Colo. Los Angeles, Cal. Reading, Pa. Utica, N. Y. 
Des Moines, Iowa Memphis, Tenn. Richmond, Va. Washington, D. C. 
Evansville, Ind. Nashville, Tenn. Rock I{siand, Ill. Worcester, Mass. 


The BLACK & DECKER MFG. CO. 








TOWSON, MARYLAND, U. S. A. 


BLACK & DECKER MFG. CO. Ltd. Toronto, Ontario. 
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BLACK & DECKER (Australasia) Ltd., Sydney, Australia. 
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TOWSON, MARYLAND. 
August 1933. 


Dear Sir: 


Black & Decker Portable Electric Tools find daily use in 
every type of industry, either for maintenance or production work. 
With the increasing requirements of plants, both from the stand- 
point of maintenance and production, we believe that you are no 
doubt faced with electric tool problems. For this reason we are 
attaching our latest catalog for your files. 


Many improvements in designs and materials have been in- 
corporated in Black & Decker tools in the past few years. We call 
your particular attention to pages 7, 9, 11, 12 and 34, which 
illustrate and describe the new Heavy Duty Drills and Sanders which 
we feel have no equal on the market, from the standpoint of design 
and long life. These heavy duty tools are anti-friction bearing 


throughout. 


We are continually improving our present line and bringing 
out new products, and naturally we are interested in getting these 
new products to the attention of plants as effectively as we can. 


With this in mind, we would appreciate it if on the en- 
closed postage paid card you will write the names of the trade 
publications which you feel are of the most value to you in your 
work. This will aid us considerably in choosing the proper media 
to announce new and improved products. 


Black & Decker Electric Tools are carried in stock by the 
leading supply houses throughout the United States who will be glad 
to serve you immediately from stock. 


Very truly yours, 
_THE BLACK & DECKER MFG. CO. 


j——fP p 
No Dyk 
8 rma, aes 
Robert D. Black, 
RDB: CK Sales Manager. 


RA 


MEMBER 





BES. If you use or contemplate using High Cycle Electric 
Tools on your production line, we would like to send you our 
latest High Cycle catalog. A post card will bring it. 


WE DO OUR PART 


